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APPLICATION

Use for all types of pipes. Suitable for supporting vertical and horizontal
pipelines.

MATERIAL

DX51D +AZ150 alu-zinc coated steel

Nom. Nom. Width of Steel band Screw Design tensile Design Pes
diameter diameter clamping band  thickness Plug size Nut strength shear per
Code and size (inch) (mm) (mm) (mm) size d x | (mm) diameter [kMN] strength [kN] pack
UR-3/8 3/8” 15-19 20 150 @12x60 8x120 M8 1.28 25
UR-1/2 1/2" 20-25 20 150 @12x60 @ B8x120 M8 1.35 25
UR-3/4 3/4” 26-30 20 150 @12x60 @ 8x120 M8 1.35 25
UR-1 17 32-36 20 150 @12x60 @ B8x120 M8 1.35 0.26 25
UR-11/4 11/4” 38-43 20 150 @12x60 @ 8x120 M8 1.10 25
UR-11/2 11727 47-51 20 150 @12x60 @ 8x120 M8 1.10 25
UR-2 2" 60-64 20 150 @12x60 @ 8x120 M8 1.80 25
UR-21/2 21/2” 75-80 20 150 @ 14x80 210x140 M10 1.00 20
UR-3 3" 87-92 20 150 @ 14x80 210x140 M10 1.05 0.28 20
UR-4 4" 107-112 20 150 @14x80 210x140 M10 1.29 ’ 20
UR-6 6" 159-166 20 150 @ 14x80 210x140 M10 1.39 20
ITTX) SiNGLE PIPE RUBBER CLAMP
S APPLICATION
[ﬁ Use for all types of pipes. Suitable for supporting vertical and horizontal
pipelines.
Technical Approval
AT-15-8406/2010 % waeRAL |
r -DX51D + AZ150alu-zinc coated steel
- PVC rubberthermal resistance -30C++120C
RUBBER TECHNICAL DATA
Tousile Flongallon Minimum ~ Maximum
Densil Hardness strength {ensile load temperature  temperature
(w/em (‘sha) (N/mnr) (%) () ()
115 55+3 14 400 -30 120
TECHNICAL DATA
Nom. Nom. Width of Steel band Screw Design tensile Design Pes
diameter diameter clamping band  thickness Plug size Nut strength shear per
Code and size (inch) (mm) (mm) (mm) size d x | (mm) diameter [kMN] strength [kN] pack
URG-3/8 3/8” 15-19 20 150 @12x60 8x120 M8 1.28 25
URG-1/2 1/2” 20-25 20 150 @12x60 @ B8x120 M8 1.35 25
URG-3/4 3/4” 26-30 20 150 @12x60 @ 8x120 M8 1.35 25
URG-1 1" 32-36 20 150 @12x60 @ 8x120 M8 1.35 0.26 25
URG-11/4 11/4” 38-43 20 150 @12x60 @ 8x120 M8 1.10 25
URG-11/2 11/2” 47-51 20 150 @12x60 @ 8x120 M8 1.10 25
URG-2 2" 60-64 20 150 @12x60 @ 8x120 M8 1.80 25
URG-21/2 21/2" 75-80 20 150 @ 14x80 210x140 M10 1.00 20
URG-3 3" 87-92 20 150 @ 14x80 210x140 M10 1.05 0.28 20
URG-4 47 107-112 20 150 @14x80 210x140 M10 1.29 ’ 20
URG-6 6” 159-166 20 150 @14x80 210x140 M10 1.39 20
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LI DoUBLE RUBBER CLAMP FOR COPPER PIPES

-DX51D + AZ150alu-zinc coated steel
- PVC rubberthermal resistance -60'C++140C

RUBBER TECHNICAL DATA

Tensile  aloN pigimum Maximum
Density  Hardness strength tensile load femperature  iemperaiure
APPLICATION o] (snA) Ier%"i " t) t)
Use for all types of pipes. Suitable for supporting vertical and horizontal 1.15 5543 14 400 -60 140
heating and cooling double pipelines.
TECHNICAL DATA
Nom. Nom. Width of Steel band Screw Pes
diameter diameter clamping band thickness Plug size Nut per
Code and size (inch) (mm) (mm) (mm) size d x | (mm) diameter pack
URG-2X3/8 3/8” 17-19 20 1.25 212 x 60 @ 8x80 M8 25
URG-2X1/2 1/2" 20-24 20 1.25 212 x 60 @ 8x80 M8 25
URG-2X3/4 3/4” 25-28 20 1.25 @12 x 60 @ 8x80 M8 25
URG-2X1 ™ 33-37 20 1.25 212 x 60 @ 8x80 M8 25
LI STEEL RUBBER LINED DUCT CLAMP
TECHNICAL DATA
Tensile  oaloh pigimum Maximum
Densit Ha'mnm strength tensile load femperature  iemperaiure
lwtnfr ("sha) (W/mm’) (%) () ()
1.20 7043 14 400 -60 140

}

RUBBER TECHNICAL DATA u AVAILABLE ON REQUEST

Clamping Width of Steel band Pcs
APPLICATION range clamping band  thickness per

Use for overhead installation of natural and mechanical ventilation ducts and Code and size (mm) (mm) (mm) pack
for fixing of air conditioning ducts to ceilings and supporting structures. URFG-162 157 - 166 25 1.25 120
URFG-202 197 - 208 25 1.25 100

MATERIAL

-DX51D + AZ150alu-zinc coated steel
- PVC rubberthermal resistance -60'C++140C

I A8 SINGLE POLYPROPYLENE CLIP

APPLICATION

i Useforsecuring of copper, PP, PPE pipes and PVC electrical conduits.
MATERIAL
polypropylene

TECHNICAL DATA

Nom. pipe Nom. pipe Screw hole Max. screw Plug type Screw Pack Pcs
diameter diameter diameter head diameter  (Catalogue Plug size weight per
Code and size (inch) (mm) (mm) (mm) code) size d x| (mm) (9) pack
UPJ-15 = 15 6 7.5 KPX, KNX 8 x40 4 x50 320 100
UPJ-18 8" 18 6 7.5 KPX, KNX 8 x50 4 x 60 440 100
UPJ-22 1727 2 6 8.5 KPX, KNX 8 x50 4 x 60 260 50
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APPLICATION

Use for securing of double copper, PP, PPE pipelines and PVC electrical

J conduits.
¥ wa / MATERIAL
polypropylene
TECHNICAL DATA
Nom. pipe Nom. pipe Screw hole Max. screw Plug type Screw Pack Pes
diameter diameter diameter head diameter (Catalogue Plug size weight per
Code and size (inch) (mm) (mm) (mm) code) size d x I (mm) )] pack
UPD-15 - 15 6 7.5 KPX, KNX 8 x40 4 x50 820 100
UPD-18 8" 18 6 7.5 KPX, KNX 8 x50 4 x 60 990 100
UPD-22 1727 2 6 8.5 KPX, KNX 8 x50 4 x 60 590 50
11 AY4 SINGLE LOCK CLIP
APPLICATION
Use for fixing of sanitary and electrical pipes with expansion plugs or wood
SCrews.
’ — MATERIAL
polypropylene
TECHNICAL DATA
Nom. pipe Screw hole Drill hole Max. screw Plug type Screw Pack Pcs
diameter diameter diameter head diameter (Catalogue Plug size weight per
Code and size Colour (mm) (mm) (mm) (mm) code) size dx | (mm) (g) pack
UPJZ-15 white 15 4 8 6 KPX,KNX 8 x40 3.5x 50 240 50
UPJZ-16 white 16 4 8 6 KPX,KNX 8 x40 3.5x 60 260 50
UPJZ-18 white 18 4 8 6 KPX,KNX 8 x40 3.5x 60 290 50
UPJZ-20 white 20 5 8 8 KPX,KNX 8 x50 4x60 325 50
UPJZ-20-SZ grey 20 5 8 8 KPX,KNX 8 x50 4x60 325 50
UPJZ-22 white 22 5 8 8 KPX,KNX 8 x50 4x60 345 50
UPJZ-25 white 25 5 8 8 KPX,KNX 8 x50 4x60 425 50
UPJZ-25-S7 grey 25 5 8 8 KPX,KNX 8 x50 4x60 425 50
UPJZ-28 white 28 5 8 8 KPX,KNX 8 x50 4x60 460 50
UPJZ-32 white 32 6 8 10 KPX,KNX 8 x50 5x 60 600 50
UPJZ-32-S7 grey 32 6 8 10 KPX,KNX 8 x50 5x60 600 50
UPJZ-35 white 35 6 8 10 KPX,KNX 8 x50 5x60 650 50
213 DOUBLE POLYPROPYLENE CLIP
APPLICATION
Use for fixing of sanitary and electrical pipes with expansion plugs or wood
SCrews.
MATERIAL
polypropylene
TECHNICAL DATA
Nom. pipe Screw hole Drill hole Plug type Screw Pack Pes
diameter diameter diameter (Catalogue Plug size weight per
Code and size (mm) (mm) (mm) code) size dx | (mm) (9) pack
UPDZ-15 15 4 8 KPX,KNX 8 x40 3.5x50 360 40
UPDZ-16 16 4 8 KPX,KNX 8 x40 3.5x60 368 40
UPDZ-18 18 4 8 KPX,KNX 8 x40 3.5x 60 405 40
UPDZ-20 20 5 8 KPX,KNX 8 x50 4x60 520 40
UPDZ-22 22 5 8 KPX,KNX 8 x50 4x60 535 40
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EI3 sioLE Lock cLamp

APPLICATION

Useforfixing of sanitary, electrical and down pipes with expansion plugs.

MATERIAL

polypropylene
TECHNICAL DATA
Code and size Nom. pipe diameter {mm) Plug type and size Pes per pack
0Z-50 50 KKX 10x 80 40
0Z-75 75 KKX 10x 80 40
0Z-110 110 KKX 10x 80 30

I3 cLame spacer

APPLICATION

Accessory for single lock clamp used for enhanced distance between the
walland the clamp.

MATERIAL

polypropylene
TECHNICAL DATA
Wall distance after _ Spacer plug
Code applying the spacer Spacer size (mm) type and size Pes per pack
D0Z-1 29 31.5x18.5x12 KKX 10x 90 40
DOZ-2 29 56 x19x12 KKX 10x 90 40

AL FRUIGEY SINGLE CLAMP / TWIN CLAMP

APPLICATION
Use for horizontal fixing of 32mm pipes (UJRB) or double 32mm piplines
(UDRB); suitable for underfloor heating systems.

MATERIAL

polypropylene

TECHNICAL DATA

Nom. pipe Drill hole Clamp Minimum Minimum Pcs

diameter diameter length anchorage member per
Code (mm) (mm) (mm) depth (mm) thickness (mm) pack
UJRB-1 22-32 10 70 35 50 200
UJRB-2 22-32 10 97 55 70 200
UDRB-1 22-32 10 70 35 50 200
UDRB-2 22-32 10 97 55 70 200
KLIMAS FASTENER TECHNOLOGIES
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XN we PaN FIXING KIT

[: Technical Approval
AT-15-9031/2012

APPLICATION

For fixing of WC pans and bidets to solid members.

SUBSTRATE

=
T

[4

ETE

CERAMIC
BRICK
Plug material nylon
Cover cap and washer material polypropylene
Screw material steel

Corrosion protection
Substrate

RESISTANCE

zinc chromate plating
concrete, full ceramic brick

Design pull-out

resistance
in concrete
C20/25
Code and size N, [kN]
BKMMX - 10 x 80 0.95

Characteristic
pull-out
resistance
in concrele C20/25
N,, [kN]

1.9

L,

TECHNICAL DATA

Installation systems
and sanitary fixings

| < Il

TR O MENANY LI NEIEE VAR IRARTLE

Minimum Minimum
Drill hole Plug Plug  Screw diameter depth of anchorage
Cover diameter  diameter length and length drilled hole depth
Code and size cap colour d, (mm) d, (mm) L, (mm) d,xL,(mm) h, ..[mm) h,., (mm)
BKMMX-10080B White 10 10 50 6x 80 60 50
BKMMX-10080S Silver 10 10 50 6x 80 60 50
BKMMX-10080Z Gold 10 10 50 6x 80 60 50
INSTALLATION
1"=_"rl
. S
|~ K \I
2 GENERAL CATALOGUE 2015

Maximum
fixture Sels
thickness per
h, (mm) pack
20 20
20 20
20 20



Installat_lon sv_st_ems Wkret-mét
a“d sanltaw fIXIngs FASTENER TECHNOLOGIES

XY wAsH BASIN FIXING KIT

[a Technical Approval \
AT-15-9031/2012 :

APPLICATION

For fixing of basins and bidets to solid members.

SUBSTRATE

| =

(CONCRETE FULL
CERAMIC
BRICK

TECHNICAL DATA
Plug material nylon =
Washer material polypropylene =
Screw material steel =
Corrosion protection zinc chromate plating 3
Substrate concrete, full ceramic brick 3
RESISTANCE F
Design pull-out Characteristic E
resistance pull-out 3
in concrete resistance
C20/25 in concrete C20/25
Code and size N, [kN] N, [kN]
BKMUX-12x L BAI5 6.3

il | -_. Il =

L. s
TECHNICAL DATA
Minimum Minimum Maximum
Drill hole Plug Plug  Screw diameter depth of anchorage fixture Sets
Cover diameter  diameter length and length drilled hole depth thickness per
Code and size cap colour d, (mm) d, (mm) L, (mm) d, xL,(mm) h, ...[mm) h,., (mm) h, (mm) pack
BKMUX-12100 White 12 12 80 8x100 90 80 20 20
BKMUX-12120 White 12 12 80 8x120 90 80 40 20

INSTALLATION

KLIMAS FASTENER TECHNOLOGIES



Wkret-met

FASTENER TECHNOLOGIES

EXEq uRINAL FIXING KIT

[: Technical Approval
AT-15-9031/2012

APPLICATION

| &\

For fixing of urinals and bidets to solid members.

SUBSTRATE

=
T

g
3

CERAMIC
BRICK
TECHNICAL DATA
Plug material nylon
Cover cap and washer material polypropylene
Screw material steel

Corrosion protection
Substrate

RESISTANCE

zinc chromate plating
concrete, full ceramic brick

Installation systems
and sanitary fixings

| < Il

LLEIRS Gl Ml T Ll LR LN ok i |

Design pull-out Characteristic
resistance pull-out
in concrete resistance
c20/25 in concrete C20/25
Code and size N, [kN] N, [kN]
BKMPX - 12 x L 3.15 6.3
BKMPX - 14 x L 36 7.2
< AT .
k=] D
sz
hmin hu
L,
o min
TECHNICAL DATA
Minimum Minimum Maximum
Drill hole Plug Plug  Screw diameter depth of anchorage fixture Sels

Cover diameter  diameter length and length drilled hole depth thickness per
Code and size cap colour d, (mm) d, (mm) L, (mm) d,xL,(mm) h, ..[mm) h,., (mm) h, (mm) pack
BKMPX-12120B White 12 12 80 8x120 90 80 30 20
BKMPX-12120S Silver 12 12 80 8x120 90 80 30 20
BKMPX-14140B White 14 14 80 10 x 140 90 80 40 20
BKMPX-14140S Silver 14 14 80 10 x 140 90 80 40 20

INSTALLATION

[

L
—

GENERAL CATALOGUE 2015




